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"Taoi Wagner ha« gWeo the MlowiSf phfaaoKeasl^iCAl deflaltloa of 
...irf*«- u» /^A««»u>{n» SiMmnra  S-ini   nöÄSV    «A Ri«*al mav b« railed paM^r te Cferroaioa Bcimce IttSi (lt68). «A mt*M m* b« cslled 

paisive w&en ae aiiSBuirt ol metal cooswned hj a chemlcai or #l?ctro- 
ch*«"* al re ttae ^ & given ttnae I« «igaificaatly Ime under conditions 
cornwpößdlBg t > a Wf^er alflnity of the reaction (lie,, a greater de- 
crease la free eaergy) than under eondWoms correepoafflng to a lower 
afflnitv," Estendlag the Wagner üPÖntßoa of jassivit} to acödic reactkms 
of chewicaJ spfectes on inert electrode», passivaoon of a Pt eiectrosie 
for the hydrogen oxidation reaeöwa can be explained as being caused by 
small ssjounts (f^attton of a monoKayer) of adsorbed anrns. Anlo-^ ad- 
sor^lsa can rffecüvely reduce the active electrode area, but tfee v)or 
pasalv^iott eflect ig the poistwdag of catalytic sites, which reta the 
catalytic reaction so that in most of the region where passivation .curs 
fibs eeaeilon rate is controlled by the Increased fr«» energy of aci /ation 
with increased potential. The change in sipi from i<. tlveto n«gaiive of 
u-M kinetic relatttm dE/dQog i) can be explained as being caused by ari- 
l rptiom ef a ©iaail lumber of anloi® aad is limited when the active sites 
are esseaüaUy saturited. Dennasorbed oxygen atoms in addition to 
ssdfats kws can have a strong eSeet on ihs catalytic activity ot Pt for 
the Mlxogen or^datHm reaction. "Rrts coneej^ may be extended to other 
j-etarded anodic reactions aw! to the passivation of iron in par*icjlar. 
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PASSIVATION OF ANODIC REACTIONS 

INTRODUCTION 

Wagner (1) has given the following phenomenological definition of passivity: "A metal 
may be called passiva when the amount of metal consumed by a chemical or electrochem- 
ical reaction at a given time is significantly less under conditions corresponding to a 
higher affinity of the reaction (i.e., a greater decrease in free energy) than under condi- 
tions corresponding to a lower affinity."  An electrochemical example given by Wagner 
is that the steady-state rate of anodic dissolution of a metal in a given environment is 
lower at a more noble single electrode potential than at a less noble potential. 

This definition of passivity can be extended to include reactions other than the oxi- 
dation of metals (2).  Oxidation reactions of chemical species at an inert metal surface 
also can decrease under conditions corresponding to a higher affinity of the reaction.  A 
well-known example of this is the oxidation of hydrogen on a Pt electrode in sulfuric acid 
solution under an atmosphere of hydrogen gas (3).  Unier potentiostatic steady-state con- 
ditions {Fig. 1) as the overvoltage is increased in a noble direction the rate of hydrogen 
oxidation increases until a potential of 0.05 v (vs NHE) is reached.  At increasingly noble 
potentials the current density (reaction rate) remains constant (i = 2 ma/cm2, true area) 
up to a potential of abo-it 0.7 v.  At potentials greater than 0.7 v the rate of oxidation of 
hydrogen decreases until a potential of 1.2 v is reached, We (3) concluded that the de- 
crease in the rate of hydrogen oxidation in this range was duo to the adsorption of 
sulfate ion, which caused an increase in the free energy of activation of th' anodic hy- 
drogen reaction.  As the potential was changed from 0,7 ID 1.2 v, the increased coverage 
of the Pt electrode with the sulfate ion further retarded the reaction. 

It was shown (3) that passivation of the hydiogen oxidation reaction in the potential 
range from 0.7 to 1,2 v could not be due to the formation of oxygen species on the elec- 
trode surface.  This is because the rate of the chemical reaction of such oxygen species 
on Pt with hydrogen would be orders of magnitude faster thuA their rate of formation.   In 
addition, hydrogen oxidation is much faster than water oxidation.   Hence, from 0.7 to 1 .2 v 
the existence of adsorbed oxygen atoms, other oxygen species, or Pt oxides which may be 
found in this potential range would be very short-lived and the accumulation of such spe- 
cies on the surface could not occur. 

In passing, an explanation should be given as to why water will be rapidly oxidized to 
oxygen atoms which deposit on the Pt surface with a high current density anodic pulse 
starting at a potential of about 0.^ v (6), whereas, at steady-state potentiostatic condi- 
tions, the rate of water oxidation is so slow (7) in the potential range from 0.7 to 1.2 v 
and the rate of hydrogen oxidation and reduction of oxygen atoms with hydrogen is so fast 
(3) that oxygen atoms cannot exist on the surface in this pottatial range.  A high current 
density anodic pulse only sees the hydrogen and water adsorbed on the Pt surface.   These 
surface species are all very rapidly oxidized with high current density anodic pulses. 
Thus, water, or water fragments, y^iC: is strongly adsorbed on the Pt surface can be rap- 
idly oxidized with such anodic poises. 

In short, the readability ot species initially associated with a surface before a rapid 
current or voltage perturbation is applied may be quite different from the steady-state 
readability of like species or their parents coming to the surface from the solution. 
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Fig. 1 -Steady-state potertiostatic cur- 
rent density va potential relation on Pt in 
hydi'ogen-s a t ur a t e d IM H2SO4. The Hj 
flow rate is greater than 1000 mi/min. The 
broken line is the relation in He-saturated 
solution (7), where the hysteresis line to the 
right is lor increasing applied potentials 
and the hysteresis line to the left is for de- 
creasing applied potentials.  (From Ref. 3.) 

Another example of this is the very fast reaction of chemisoroed organic species under 
high cunent density pulses - organic species which react very slowly under steaiy-state 
conditions. 

For the overall reaction, 

K2- 2H    + 2e. (1) 

Following Parson's (4) analysis, and since at high anodic potentials the amount of cover- 
age of the electrode with adsorbed H atoms will approach zero, the Langmuir adsorption 
isotherm is approximated, we can express the reaction rate as 

i = kP,, e nexp {-AG7RT) exp (a)>F/nRT),* 
"2 

(2) 

♦This equation represents the various kinetic factors which may influence the measured 
current density.   In fact, cince in the potential region from 0.04 to 0.7 v, current density 
is independent of potential, and if the rate-controlling mechanism remained the same 
above 0.7 v, the only effect of potential rriy be on anion adsorption.   Of importance is 
that because of the changes on the electrode surface induced by potential changes in the 
passivating region, the reaction rate is dependent primarily on the effective electrode 
area and a nominal free energy of activa.ion required to oxidize hydrogen under the 
given surface states. 
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where k is a constant, PH    is the partial pressure of hydrogen, 6 is the effective fraction 
of sites on the Pt surface2where oxidation can occur, n is the reaction order, AG" la the 
standard free energy of activation for the reaction when 4> = 0, <J>is the inner potential dif- 
ference between metal and solution, a is the transfer coefficient, and F, R, and T are the 
faraday, gas constsnt, and Kelvin temperature, respectively. Under given conditions of 
concentration of reactants one would normally expect the exponential term containing the 
potential to determine the reaction rate i. As the applied potential is increased, the reac- 
tion rate will increase until a limiting condition is reached where the reaction rate will 
remain independent of increased potential.  If under certain potential conditions, the reac- 
tion, or reaction mechanism, or the rate-controlling step of the overall reaction changes, 
then AG" can change aiTd therefore affect the current density.  However, such a change is 
normally reflected in a change in the Tafel b (= dE/d(log i)) slope rather than a retarda- 
tion of the reaction rate,  This is because the controlling free energy of activation of an 
anodic reaction is decreased as the potential is made more noble.  However, under pas- 
sivation, dE/d(log i) changes from a positive to a negative value. 

EXPERIMENTAL DATA 

Figure 2 shows the number of coulombs of charge required to saturate a potentio- 
stated Pt bead electrode with adsorbed oxygen atoms.  The txperiment was carried out 
in 1 M HjS04 saturated with hydrogen at 1 atm.  (The experimental conditions were the 
same as previously reported (3).)  The q0 value is the number of Aicoul/cm2 of charge 
required to fill the available Pt sites with adsorbed oxygen atom.i.  This was determined 
by potentiostating the Pt electrode at a given potential, then very rapidly (1 ^sec) switch- 
ing from potentiostatic control to a high current density anodic charging pulse (see Ref. 5 
for instrumentation). 

rX)0 

Fig. Z — Amount of oxygen formed on a potentiostatic 
Pt electrode in a IM H2SO4 solution and under 1 atm 
of hydrogen gas. The anodic charging current density 
pulse is equal to 1.8 amp/cm   . 

Figure 2 shows that up to potentials of about 0.4 v the number of free sites on the Pt 
surfs.ce which can adsorb oxygen atoms remains constant and is equivalent to about r-<e 
monolayer.  At potentials more noble than 0.4 v the number of sites decreases and re- 
mains essentially constant at about 3/4 of the monolayer value between 0.6 and 0.7 v.  At 
potentials above 0.7 v the number of available sites drops and is equal to zero at about 
1.5 v.  The decrease in free Pt sites apparently occurs in two phases.  Whatever is caus- 
ing the drop in available sites in the potential region between 0.4 and 0.6 v docs not effect 
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the rate of hydrogen oxidation.  However, at potentials beyond 0.7 v the rate of hydrogen 
oxidation decreases. The cause cf the hysteresis shown in both Figs. 1 and 2 is due to 
dermasorption of oxygen atoms at higher potentials (3).  This dermasorbed oxygen de- 
creases the number OL surface sites which can adsorb oxygen (Fip. 2). 

The data in Figs. 1 and 2 demonstrate that the onset of paasivity is accompanied by 
a decrease i/. the number of sites available for oxygen-atom adsorption v,ith   n anodic 
charging pulse. At 1.2 v, where a limiting current density is reached, the nnuiber of 
such sites is small. Since it was previously shown (3) that steady-state passivation due 
to oxygen species or oxide form^Uon in a hydrogen-saturated sulfuric acid solution was 
not feasible, those sites which are unavailable for oxygen-atom ad jrption with a high 
current charging pulse are considered occupied by sulfate ions under steady-state po- 
tentiostatic conditions. 

DISCUSSION 

In the light of the Wagner definition of passivity and Eq. (2), we can conclude that two 
possible factors cause passivation of the hydrogen oxidation reaction.  One is a decrease 
in the number of available activ? sites, and the other is an increase in the free energy of 
activation for each increment of potential increase.  The data in Fig. 2 indicate a drop in 
the number of sites available for oxygen-atom adsorption between 0.4 and 0.6 v; however, 
there is no accompanying retardation of the hydrogen oxidation rate in this potential 
range (Fig. 1).  This means that active hydrogen oxidation sites are not affected in this 
potential range. The potenlial-increasing arm in Fig. 1 shows a relatively small re- 
tardation of the hydrcgen oxidation rate in the potential range from 0.7 to 1.0 v, followed 
by a sharp exponential decrease (b = -0.11) from 1.0 to 1.2 v.  The potential-decreasing 
arm of the data in Fig. 1 shows in the potential range from 0.9 to 0.75 v a much higher 
dependence of reaction rate on potential (b = -0,04), 

j 
For the rising potential range from 0,7 to 1,0 v the fraction of available sites for 

oxygen-atom adsorption (Fig, 2) changes from about 0.6 to 0,25,  In this same potential 
range Fig, i (rising potentials) shows a decrease in hydrogen oxidation rate from 2 «lO*3 

to 7 - 104 amp/cm2. If we consider the change in available oxygen sites as a change 
in available reaction sites for hydrogen oxidation, it will amount to a reduction in area 
of about 0,4; the accompanying reduction in reaction rate is about 0.35.  In terms of Eq. 
(2), this amounts to n«! and satisfactorily explains the reduction in hydrogen oxidation 
rate when 0 changes. 

The changes in reaction rate from 1.0 to 1.2 v on the increasing potential arm (Fig. 1) 
correspond to a 0.2 reduction in sites available for oxygen deposition with a decrease in 
reaction rate by a factor of 50. The decreasing potential arm from 0,9 to 0,75 v shewed a 
0,4 increase in sites with about a 1000-time increase in reaction rate.  Neither thi. pas- 
sivation in the linear log (b = -0.11) increasing potential arm nor the activation in the 
linear log (b = -0,04) decreaolug potential arm can be attributed to the 9 term in Eq, (2). 
We can therefore conclude that the passivation in these potential ranges must be due to 
a condition where each small increment of potential causes a significant change in the 
free energy of activation AG0 for the hydrogen oxidation reaction.  The exponential term 
containing AG0 must override the exponential potential term. 

The number of catalytically active sites on a clean Pt electrode is very small (as is 
evident from the fact that the rate of the hydrogen reaction on Pt is very sensitive *. 
trace amounts of impurities). It appears that on the increasing potential arm of ' lg, 1, 
up to a potential of 1.0 v, adsorption of the sulfate ion merely blocks part of the catalyt- 
ically active sites. At potentials above 1,0 v, however, the sulfate ion must be so strongly- 
adsorbed that it acts like a catalytic poison and causes a large increase in the free energy 
of activation for the hydrogen oxidation reaction. On the decreas»..' r">tential arm shown 
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in Fig. 1 and in the potential range from 0.9 to 0,75 v (b    -0.04), the Pt contains i small 
amount of dermasorbed oxygen (3,7).  This traco of dermasorbed oxygen evidently has an 

| important »"'feet on the value of the free energy of activation.  Dermasorbed oxygen in 
combinatic. with adsorbed sulfate ion therefore acts as a very strong catalytic poison. 

Uhlig (8) has for some time offered as an explanation of passivity the combined ef- 
fects of chemisorbed oxygen species and resultant decreases in catalytic activity.  Our 

I work on the anodic oxidation of hydrogen on Pt   onfirms Uhlig's hypothesis and extends 
'. the possible catalytic poisons to anion adsorption. 

I 
CONCLUSIONS 

The data on the anodic oxidation of hydrogen on Pt evaluated in terms of the extended 
Wagner definition of passivity clearly show that passi   ttion can be caused by small in- 
creases (a fraction of a monolayer) in the amount of anion adsorbed and that the passiva- 
tion process is limited when the Pt surface is essentially saturated with these adsorbed 
anions.  Small amounts of sorbed species may cause large changes in the five energy of 
activation for the reaction ana lead to tl e conclusion that since the role played by active 
Pt sites is that of a catalyst for the hyd.ogen reaction, the adsorption of anions (and der- 
masorption of oxygen atoms) can effect a poisoning of active sites and a subsequent rate- 
controlling increase in the free energy of activation for the reaction. 

One can extend this analysis to the passivation ol iron.   Here the dissolution of iron 
can be considered to involve a catalytic sicp, ".hich may be retarded by chemisorption of 
poisons at a given potential.   The influence of oxygon species associated with the iron 

I could also have a large effect. 
I 

The primary purpose of this report is to demonstrate that the Wagner definition of 
passivation naturally leads to the conclusion that passivity, so defined, is initiated by 
adsorption of small amounts (a fraction of a monolayer) of species which can either re- 
duce the active surface area or act as catalytic poisons.  The primary effect for large 
passivation effects appears to be the adsorption of catalytic poisons which cause large 
increases in the free energy of activation of the reaction.   The passivation process itself 
lb    -dE, ddog i'  is limited by saturation of the active sites with such poisons. 

This, of course, does not mean that there are not other reasons and processes for 
slow oxidation reactions under other conditions.  The value of the extended Wagner def- 
inition is that it leads to a reasonable explanation of an unusual kinetic occurrence - the 
reversal of the dE/d(log 1} slope. 
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I]    ABSTRAC 1 

Carl Wagner has given the following phenomenologicai definition of passivity in 
Corrosion Science 5:751 (1%5).    *A metal may be called paps.-ve when the amount of 
metal consumed by a chemical or electrochemical reaction at a given time is signif- 
icantly less under conditions corresponding to a higher affinity of the reaction (i.e., 
a greater decreas' in free energy) than under conditions corresponding to a lower 
affinity." Extendin-- tne Wagner definition of passivity to anodic reactions of chemical 
species on inert tic :trodes, passivation of a Pt electrode for the hydrogen oxidation 
reaction can be explained as being caused by small amounts (fraction of a monolayer) 
of adsorbed anions.   Anion adsorption can effectively reduce the active electrode 
area, but the major passivation effect is the poisoning of catalytic sites, which re- 
tards the catalytic reaction so that in most of tne region where passivation occurs 
the reaction rate is controlled by the increased free energy of activation with in- 
creased potential.   The change in sign from positive to negative of the kinetic rela- 
tion dE/d(log i) can be explained as being caused by adsorption of a small number of 
anions and is limited w^en the active sites ire essentially saturated.   Dermasorbcd 
oxygen atoms in addition to sulfate ions can hive a strong effect on the catalytic 
activity of Pt tor the hydrogen oxidation reaction.   This concept r/.ay be extended 
to other retarded anodic reactions and to the passivation of iron in particular. 
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